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S novou platformou posuvného systému

ASE 60/80 (Aluminium Sliding Element)
proniklo Schiico hned nékolikrat do zcela
novych dimenzi: profilové systémy s
optimalizovanymi izolaénimi zénami nabizi
vyrazné vyS$Si tepelné-izolaéni hodnoty ve
vSech konstrukénich hloubkéach, a to az na
urovni pasivniho domu (ve stavebni hloubce
80). VSechny varianty systému —

1-, 2- a 3-kolejnicové — se kromé toho skladaji
z multifunkénich profild, které umoznuji
optimalni pouziti stejnych dili. Také modulérni
systém kovani Ize pouzit jak pro jednoduché
posuvné dvere, tak i pro posuvné dvere se
zdvihem, nebot jejich soucasti jsou, az na
nékolik malo dil, naprosto identické.

Jsme potésSeni, ze Vam prostiednictvim téchto
produktovych novinek mizeme prezentovat to

Pro pfipadné dotazy ¢i doplfujici informace
je Vam k dispozici Vas oblastni manager
spole¢nosti Schiico.

Technicka data
Technical data

Systémy Schiico

Rozméry Dimensions

Stavebni hloubka dvefniho ramu
Basic depth of outer frame
Stavebni hloubka kridla

Basic depth of vent frame
Maximalni hmotnost kfidla
Maximum vent weights
Maximalni rozméry ($ x v)
Maximum dimensions (w x h)
Maximalni rozméry (S x v)
Maximum dimensions (w x h)
Maximalni tloustka skla
Maximum glass thickness

Schuco is opening up many new dimensions
with the new ASE 60/80 (Aluminium Sliding
Elements) sliding system range — the profile
system with its optimised insulation zones
offers significantly improved thermal insulation
properties in all basic depths, even up to passive
house level (with a basic depth of 80 mm).
Furthermore, all designs of the system — single,
double and triple track — are based on multi-
functional profiles, which allow optimal use of
identical parts. The fittings system, which is
also modular, can be used as both sliding and
lift-and-slide fittings: apart from a few excep-
tions, all the components are identical.

We are delighted to present this product news
to you, containing the most important informa-
tion about the new generation.

If you have any questions or require further
information, please do not hesitate to contact
your Schiico area sales manager.

Schiico ASE 80.HI Schiico ASE 60

180mm/192mm/280mm/292mm | 140mm/152mm/220mm/232 mm
80mm 60mm
200kg/350kg 200kg/350kg
35mx3,2m 35mx3,2m
32mx35m 32mx35m
36mm—60mm 24mm - 40mm
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Podporujeme Vas — krok za krokem
We support you — every step of the way
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Projektovani

o

Objednavky

Chtéli byste védét néco o planovani a

zpracovani nasi nové platformé posuvného

systému ASE 60/80?

Nabizime Vam k tomu dvé moZnosti:

= Na nasem produktovém Skoleni se dozvite vSe
praktické kolem projektovani a zpracovani

= Alternativné je - po dohodé s Vasim oblastnim
managerem - mozné také Skoleni pfimo ve Vasi
firmé

= Dalsi informace o nasi nabidce Skoleni a
instruktazi naleznete na naSem webu.

If you would like to find out more about the design
and fabrication of our new ASE 60/80 sliding range:
You have two options:
= Qur product training teaches you everything about
design and fabrication with a practical emphasis
= Alternatively, training can be carried out on site at
your workshop, in agreement with you area sales
manager
= For further information about our training
courses on offer, visit our website and go to
“My Workplace/Training”

Nabidka typli otvirani obsahuje jedno
nové feseni pro 1-kolejnicové varianty
otvirani s uvnitf jezdicim kfidlem.

Vysvétleni bimetalického efektu a adekvatni
doporuceni pro VaSe planovani naleznete
v objednacim katalogu 1-5C — v oddile Profily.

Provedeni odolné proti vniknuti Ize realizovat s typem
otvirani 2A/1 v kombinaci s profily kfidel s posuvnym
spojenim a izolacnim mastkem.

Méte dopliiujici dotazy ohledné naSeho sortimentu
nebo potfebujete pomoc pfi projektovani?

Odborni poradci Schiico Vam radi pomohou.
Technickou pomoc ziskéte také pres své kontaktni
osoby.

The opening types on offer include a new solution for
single-track opening types with internal vent.

A description of the bimetallic effect and usage
recommendations for your planning can be found in
order manual 1-5C in the Profiles section.

A design as a burglar-resistant solution is possible
with opening types 2A/1 in combination with the
vent profiles with split insulating bar.

Do you have further questions about our range or
need help with planning?

Schiico specialist advisors will be happy to help. The
contact person at your branch can also provide you
with technical help.

as obsahly objednaci katalog 1-5C naleznete v
Schiico Docu Centru.

Software SchiiCal a SchiiCam Vam nabizi rozsahlé
moznosti pro kalkulace elementil a fizeni stroji.
Predpokladem je verze R2/2017 s pfislu§nym
pfistupovym kddem.

V objednacim katalogu 1-5C — oddil Nastroje, se
kromé toho dozvite, jaké dal$i nastroje ve Vasi dilné
potfebujete. Vas oblastni manager Vam rad pomiize
déle.

Pro Gasové (spornou montéz doporucujeme
nasledujici malé nastroje:

= Nastroj 264046 vyrazné usnadni nalisovani
odvodriovaciho ventilu 281599

= Frézovaci sada 289897 pomize pfi frézovani KS
7labkového profilu (T-spoj)

www.schueco.cz

You can find our comprehensive order manual 1-5C
on Schiico Docu Center.

The SchiiCal and SchiiCam software offer you
extensive options for unit calculation and machine
control. Version R2/2017 with the corresponding
activation codes is required.

The Tools section of order manual 1-5C also tells you
which tools you need for software control in your
workshop. Your area sales manager will be happy to
help you with this.

For time-saving installation, we recommend the
following small tools:

= Tool 264046 makes it much easier to push in
drainage valve 281599

= Milling blade stack 289897 helps with recessing
the plastic guttering profile (T-joint connection)

www.schueco.de/docucenter
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Podpora v oblasti marketingu a prodeje

Pro vybaveni dilny je nutno dodrzet

nasledujici predpoklady

= Programovatelné obrabéci centrum

= (Opracovani, rovnani a preprava profili kiidel
s posuvnym spojenim a sdruzenym izolacnim
mustkem by mélo byt provaddéno za pomoci
pfislusnych
fixacnich pojistek 265326 (ASE 60)
resp. 265327 (ASE 80.HI)

Pro dspésnou vyrobu je kromé toho treba dodrzet

nasledujici pracovni kroky

= (Oddéleni komory ramu:
Pro dosaZeni tésnosti je tfeba po opracovani
toto rozdéleni komory naleZité utéstnit

= Tésnici provazec KS-Zlabkovych profili:
Alternativni plastové profily s naextrudovanym
tésnicim provazcem pro kratsi dobu vyroby a
vetsi procesni spolehlivost

Magneticka tésnéni:

= Dodrzujte také spravné instalacni polohy ma-
gnetickych tésnéni v profilech pro zahdknuti —
prerusovana cara by méla byt vidét i v zabudo-
vaném stavu

= Na naSich K-vykresech naleznete malé symboly
pro prehrani vyrobnich videi

Please note the following prerequisites for

workshop equipment:

= Programmable processing centre

= The vent profiles with split insulating bar should
be fabricated, aligned and transported using
the relevant saw supports and support blocks
and vent safety device 265326 (ASE 60) or
265327 (ASE 80.HI)

Please also note the following steps for

successful fabrication:

= Chamber division of outer frame:
To create the weathertightness, it is important
to fabricate the chamber division in the outer
frame and seal on all sides afterwards

= (asket cord for plastic gutter profiles:
Optional plastic profiles with injected gasket
cords for short fabrication times and increased
process reliability

Magnetic gaskets:

= Ensure that the magnetic gasket is in the
correct installation position in the coupling
profiles. The dashed line should also be visible
when installed

= On our K drawings you will find small symbols
to play the fabrication video

Dejte prosim pozor na to, Ze profily kfidel s posuvnym
izolatorem (obecné) a profily kfidel s zkym zahaknutim
(h = 2.000 mm) musite v nékterych mistech lepit.

U nasledujicich profilli kiidel musite poéitat s lepenim
ASE 60

Posuvné spojeni: 490080/490090/490120/490130
Uzké zahaknuti: 494440/494450/494460/494470

ASE 80.HI
Posuvné spojeni: 490160/490170/490200/490210
Uzké zahaknuti: 494400/494410/494420/494430

Dalsi informace ohledné slepovani naleznete v
K-vykresech K1017988 resp. K1018002.

Ensure that you partially bond the vent profiles with a
fixed insulating bar (general) and the vent profiles of the
narrow interlock piece (h >= 2000 mm).

Provide bonding for the following vent profiles:

ASE 60:

Split insulating bar: 490080/490090/490120/490130
Narrow interlocking: 494440/494450/494460/494470

ASE 80.HI:
Split insulating bar: 490160/490170/490200/490210
Narrow interlocking: 494400/494410/494420/494430

More information about bonding can be found in
K drawings K1017988 and K1018002.

Obrazovy material pro Vasi vlastni reklamu

= Inzertni pfedlohy pro inzerci ve vaSem lokalnim
tisku

= V/idea pro Va$ Showroom

= Prospekty

= Vice naleznete na: www.schueco.de/cmc v
sekei ,, Partnerské akce”

Images for your own advertising

= Advertisement templates for your local
daily paper advert

= Videos for your showroom

= Brochures

= Find out more at www.schueco.de/cmc
in the Partner Campaign area




Architektura a technologie na prvni pohled
At a glance: architecture and technology

Nejriznéjsi typy otvirani

Nové typy otvirani pro 1- a
2-kolejnicové systémy umoznuji
realizaci nejrtiznéjsich designovych
feSeni.

Wide variety of opening types

New opening types for single and
double-track systems give more design
freedom.

Velké hmotnosti kridel

Do budoucna budou k dispozici dvé
hmotnostni tfidy s hmotnosti az do 350
kg. | pfes tyto velké hmotnosti Ize bez
problém? realizovat velkoformatova
kfidla.

High vent weihts

Two weight classes up to 350 kg will be
available in future. It is easy to operate
large vents, despite the high glass
weights.

Maximalni transparentnost
Velkoformatova kfidla o rozmérech az
35mx32mnebo3,2mx35m
vytvari pfijemnou atmosféru ve svétlem
prosvicenych obytnych prostorach.

Maximum transparency

Large vents of up to 3500 mm x 3500
mm create a pleasant atmosphere with
living spaces that are flooded with light.

ZvysSena bezpeénost

Moderni kovéani s bezpecnostnimi prvky,
které z venku nejsou patrné, zajistuji
maximalni miru zabezpeceni, aniz byste
se museli zfici estetického designu.

Stress-free living

State-of-the-art fittings solution with
security components that are not visible
from the outside ensure maximum
security without compromises on
aesthetic design.

de ds awas

Modularni profilovy systém

V8echny varianty systému tvori
profilové moduly s minimalnim po&tem
poloprofild — diky tomu Ize flexibilné a
modulové realizovat prakticky libovolna
feSeni.

Modular profile system

All of the system designs are based or
modules with fewer half profiles, allow
variety of unit solutions that can be
modular and flexible.

Nova platforma kovani

Diky nové platformé kovani Ize za pomoci
nékolika systémovych dilli realizovat dvé
rozdilné moZznosti ovlddani — prosté
posuvné feSeni a posuv se zdvihem.

New range of fittings

Thanks to the new range of fittings, two
different operating options can be created
using just a few system articles: sliding or
lift-and-slide.



Design a komfort na prvni pohled
At a glance: design and comfort

Stihly profil pro zahaknuti

~Design Line”

Pro maximalni transparentnost je jako
alternativa k dispozici velmi Stihly profil
pro zahaknuti o Sifce pouhych 40 mm.

Narrow interlocking section

“Design Line”

An incredibly slimline interlocking
section of just 40 mm is available as an
option for maximum transparency.

Skryta drazka pro upevnéni kovani
Pro naprosto Cisty design jsou v§echny
komponenty kovéni v kfidle zakryty
krytkou.

Fittings groove completely covered
For a clear design, the fittings compo-
nents in the vent are covered by means
of a cover profile.

Schiico International KG
www.schueco.com

Systémova bezbariérovost

S integrovanym prahem

,Design Line"” Ize alternativné realizovat
bezbarierové propojeni vnitfniho a
venkovniho prostredi.

Ease-of-access

The optional level threshold allows
“Design Line” an easy-access
connection between inside and outside.

Flexibilni mozZnosti uzavorovani

Pro dosazeni zvlasté puristického
designu lze uzamykaci ¢epy alternativné
namontovat do ramu kfidla (namisto
dverniho rdmu).

Flexible locking options

For a particularly puristic design, the
bolt pins can optionally be fiixed in the
vent frame instead of the outer frame.

Stihly vzhled
Redukované pohledové sirky ramu kridel
zajistuji jesté atraktivnéjsi vzhled.

Reduced sightlines

The reduced face widths of the vent
frame provide an even more slimline
appearance.

Schiico SmartStop/SmartClose
Integrované moduly SmartStop a
SmartClose pfibrzduji kfidlo a napomahaji

uzavreni. Podle zvolené verze je navic kfidlo
automaticky pfitazeno do uzaviené pozice.

Schiico SmartStop/Smart Close
Integrated SmartStop and SmartClose
modules brake the vent and support the

closing process. Depending on the version,

the vent is automatically pulled into the
closed position.
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